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PartNumber | 2-1030-1-000 Model | LHP-17700FFHC

InputVoltage | usvAC

Current 8.5 Amps RMS

Frequency 50/60 Hz

Nema Type 12

Ambient Range | -30t0+80°C

| Weight | 211be.

Temperature Control TC-3F

Cooling Capacity 260-300Watte

Heating Capacity | 400 Watt Heaters Installed

Mounting See1700-B-F&

Min. Recommended 0.5GPM (1.0 Recommended) 60 PSI

flow/max. Pressure

Fluid Fluid with comparable thermal properties to that of water. One
thatwill not react with aluminum with Mil-A-8625D type li Class
2 Anodize

Maintenance | vseclean/fitteredfiuide for heat exchanger. if process fluid
containe deposits, periodic cleaning may be required.

Drawing Number 110598-2
Revision -

teca

ThermoElectric Cooling America Corporation
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" 1. Cut and drill mounting holes as cer field assembly mounting
drawing #LKP-1700-8-F7,

2. Clean mounting surface.

3. Install unit, use foam weather proofing strins to seal cabinet

POWER SUPPLY .
air tight. ,
4. F1t 1° insulation around air conditioner fnside of cabinet.

§. Caulk insulation to seal and secure insulation.

6. Inspect for afr leaks.

‘HOT S 7. Connect 1/4" water lines. (compression fittings) Use one fitting
-Ho ioe for water intlet, .use other fitting for outlet, flow direction

COLD SIDE HEAT SINK

~COLD SIDE
does not matter.
8. Minimum recosmended coolant flow rate: 1.9 liter/min. (0.5 gal/min.)
9. Inspect for water leaks. . !
10. Connect power.
B\\l WATER PI\PE n.._...—._za NOTE: Never run unit without water circulatfon.
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ECA's products are warranted for a period of one (1) year, from
l date of shipment from the factory to be free from defecte in
material and workmanship with correct use, normal operating

warcanty shall be limited to thae repairor
awhange (at. TECA's aption) of any TECA.
pravided hergin, TECA reserves theright to
require it to be returnsd to the factory for

the factory on sll warranty claime. The above

warTanty does not extend to goods damaged or
subjected to accident, abuse, or misuse after

mtﬁumﬂ\cfactory.nortogoodadwrsdormpﬂred by anyone

other than specifically authorized by TECA. TECA shall not in anyway be

responeible for the consequences of any alteration, modification, or
misuse uniess previously approved in writing by an officer of TECA.

Any doecription of goods sold hereunder, including any reference to
Wotpadﬁcatbnsmdmydeocﬂpﬁanoincaulogo.dmﬁm.m
Otherwritten material published by TECA, or its agents, ie for the sole
pwyouoﬂdauﬂfyingsuchgoodemdinnotan«prmorimplw
warranty that the goods shall confamtosuchdoocr&pﬂon.

Some states donot. allow the exclusion of implied warrantics or the
limitation or exclusion of lisbility for incident.al or
damages, s0 the above exclusion or limitation may not apply toyou. This

warranty gives you specific legal rights and you may also have other
ﬁjvuﬂucmyﬁunstmto‘stm.

RETILRNED GOODS, RESTOCKING CHARGES

Inorder toretummerchandise for any reason (repair, replacement, or
aradc)aretunwthorWnnwnbermustbelomdbyTECA New
mmmbermaforcrc&tbeyondwdmﬁ-an

shipmeont. Charges for incidental or other damage may also be made. All

returned goode must be sent freight prepaid. Arestocking charge of
15% will apply for standard products.

MAINTENANCF

Since the tochnology is solid-state, there are no filters, compressors, or
fluorocarbone to maintain. The only moving parte are the fans used to

transfer the enorgy from the heat sinks. It is recommended, for harsh
environments, that the heat sinks be cleaned from time to time. This

can be accomplished by directing compressed air over the external fins.

Thie willincrease the overail life and performance of the system.

teca

Mounting Styles

sither inspect the product at buyer's locstion or
inspection. Buyer is responeible for freight to

4048 W. Schubert Ave. « Chicago IL. (U.S.A) « 60639
773-382-4900 « Fax +773-382-0191

Since there are no fluorocarbons, units can mount in any
orientation. Vertical mountingis preferred.

Thew Mownt |
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Flush Mount l

(FHP-Series)

Enclosurs

Figure 1

Vertical (Side/Front/Back) Mounting

Avertical mounting orientation is racommended for
applications with high humidity or incomplete cabinet seals.
Condensation can be collected from a moisture removal
system (standard on FHP-unite) or a drip pan positioned
below the cold side fine (See Figure 1). Drip pans are optional
for thru mount units.

Condensate Removal System:

AlFHP-Series and AHP-1400 air conditionere contain a built-
incondensate removal system. The condensate kit consists of
a antifungal sponge with a condensate wick. PVYC tubing ie also
provided for drainage. :

Horizontal (Top) Mounting:

itie difficult tocollect condensation in this orientation due to
thefinorientation and gravity. if a drip pan is employed by the
end user, use caution to place the pan far enough away from
theinternal fan to minimize the restriction of sir flow. The pan
should cover the fin ends as well as the fan area. When there
is a choice, thevertical orientationis preferred bymost users.




